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FIRST ANGLE
PROJECTION
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DESCRIPTION:

  
DESIGNED BY: DESIGN CONTROL: TRANSLATED DESCRIPTION:

 
LIFECYCLE STATE: DRAWING NUMBER: VERSION:

SCALE: SIMILAR: SHEET: 

THE REPRODUCTION, DISTRIBUTION AND UTILIZATION OF THIS DOCUMENT AS WELL AS THE COMMUNICATION OF ITS CONTENTS TO OTHERS WITHOUT EXPRESS AUTHORIZATION IS
PROHIBITED. OFFENDERS WILL BE HELD LIABLE FOR THE PAYMENT OF DAMAGES. ALL RIGHTS RESERVED IN THE EVENT OF THE GRANT OF A PATENT, UTILITY MODEL OR DESIGN.
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 PERMISSIBLE VARIATIONS IN DIMENSIONS
 WITHOUT TOLERANCE -
 TYÖTAPAKOHTAISET TOLERANSSIT

MACHINING:
LASTUAVA TYÖSTÖ:

WELDINGS:
HITSATUT RAKENTEET:

WELDING QUALITY:
HITSAUSLUOKKA:

THERMAL CUTTING:
POLTTOLEIKKAUS:

CASTING:
VALETUT KAPPALEET:

FORGING:
TAOTUT KAPPALEET:

PRODUCT - 
TUOTE

SURFACE SYMBOLS -
PINTAMERKIT ISO 1302 

BURRS AND SHARP EDGES REMOVED
PURSEET JA TERÄVÄT REUNAT POISTETTU

PROE DOCUMENT PRT0001
ACX4250900

MATERIAL
MATERIAALI

STANDARD
STANDARDI
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1. Dieselmoottori AGCO 84WIP
   Engine AGCO 84WIP 
2. Pumppu 
5. Jäähd
   Radiator
6. Joustava pakoputki
   Flexible exhaust pipe
7. Ilmansuodatin
   Air filter
8. Akusto 2kpl. 12V 85Ah
   Starting batteries 2pcs.12V 85Ah
9. Lämmönvaihdin
   Heat exchanger

1:20 3


	Sheet 1
	Views
	new_view_1
	left_2
	top_3

	Zones
	A1



